Cable Layout: (5)

"L"Feet (D)

CA-D15M-TJ106-L-A_03

Length in Feet

P1
P3
(TJ-106)
NOTES:
1. P1: male D15 connector with strain relief and
thumb screws.
2. P2: Nexus TJ-106
. . 3. Wiring as shown in schematic.
Wiring Information: (6 4. Star Quad configuration as shown.
Blue Pair: Pins P1 & P2 as shown
P2 @ White Pair: Pins J1 & J2 as shown
P1 5. Apply sufficient shrink tubing to provide
Miclo| 2 |- & A lpy| P1=Tip strain relief
Mic Hi 3 " | BlueMhite stripe K po | P2 =Ring }Male 6. Use Belden 1192A star quad cable
| ! nn : :
o L p3 | P3=Sleeve 7. Cable length "L" defined by length field of
6 U ke | 'I = _ part number ordered
Headphone +| 5 H-——————1— J1 | J1=Tip
Headphone Rtn.| 4 (————"——'4+ J2 | J2=Ring Female
Chassis Ground | & 1 /‘L I J3 | J3 =Sleeve
(Jumper)
&
- S ——
Rev| Date |Orginator e ADVANCED SIMULATION TECHNOLOGY inc.
01 J05-31-06| NAK Original Release 500A Huntmar Park Drive, Herndon, VA 20170
- - www.asti-usa.com
02 |08-22-07| NAK Added clarification for male and female designation of TJ106
03 |04-14-09| CJA Added Information Table Cage Code OVFW3
Title Audio Cable, Iris to TJ-106
Dwg # CA-D15M-TJ106-L-A_03
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Industry ASTi Part Source Current
connector Sub Number Sub Devi ASTi Part Number Revision Description & Case Use Special Notes
evice
Group Group Number
DB15 D15* Iris, ACU, CA-D15M-Tj106-L-A 03 Iris/ACU to TJ106

ACU2

For use with military headsets




