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Notes:
1. P1: Use high quality supplier such as AMP or
equivalent with thumb screws and strain relief.
2. P2: Switchcraft B6F
3. P3: Switchcraft 1/4" T/S phono plug
. . 3. Use quality low capacitance,high flex audio
Wiring Information: P3 cable. Canare MR202-4AT audio cable is to be
P1 T used.
Digital In2 + [ 11 S 4. Cable length "L" defined by length field of part
Digital In2 - | 12 number ordered
I v TP2 5. Tie ALL shields to Pin 8 at the D15 end. Tie
Digital In1 +| 9 — v —~— 5 PTT shields to the shield lug at the XLR end. Pairs
Digital In1- | 10 [~ — 6 I/0 Gnd must be connected as shown
Channel Select 6. Apply black flex braid to both legs after cable
. v 1P3 _ split
Mic+ | 3 = ' = 2 Mic +
Mic - 2 o o 1 Mic -
Headphone Out | 5 —— 3 Headphone +
Headphone Rtn | 4 _f —F | 4 Headphone -
Chassis Gnd 8
P2
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Industry ASTi Part Source Current Description & Case
connector Sub Number Sub . ASTi Part Number Revision P Special Notes
Device Use
Group Group Number
DB15 D15* ACU, ACU2 | CA-D15M-Y-X6FP-Q2M-L-B 02




