Cable Layout: (5) P/N: CA-Q2M-X3F-L-A_02
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(1/4" Phono Plug, Mono) (XLR-3, Female)

Item C-Jty RefDes  P/N Mfg -Description Notes
1 1 P1 - - 1/4" Phone Plug (Male), Mono 1
2 1 P2 - - 3 Pin XLR Female 2
3 AR - 3
Notes:
Wiring Information: 1. Use Switchcraft P/N 28X series or
equivalent.
P1 P2 2. Use Switchcraft P/N 321 or equivalent
3. Use low capacitance, inimically shielded,
. @ R twisted pair, high flex, audio cable.
N o . 4. Cable length "L" defined by length field of
T T > 2 | Signal part number ordered.
v —,— 3 | Return 5. Wiring as shown in schematic. Pleas not
S 7 ‘~--- 1| Shield additional assembly instructions.
-TTF 6. Twisted pair configuration as shown.
e —
R D — ——r
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Title Audio Interface Cable, 1/4" Phono plug to 3 Pin XLR Female

Dwg# [CA-Q2M-X3F-L-A 02
Sheet 1of1




Industry ASTi Part | Source Current o
Connector | Number Device ASTi Part Revision DeUs;:g%:):e & Special Notes
Sub Group |Sub Group Number Number
1/4" Q2*, Q3" CA-Q2M-X3F-L-A 02




